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SECTION B-B

600 mm (min.) ’_7 150 mm (min.)

150 mm (min.)

225 mm {(min.)

Plastic liner
(See note 4)

SECTION C-C

REQ | STATE |  PROJECT ’E?“E“I

NOTE:

I, DIimenslons not labeled are In millimeters.

2. Use temporary slope drains (berms, dralns,
and rlprap) as the embankment Is
constructed. Use spacings as shown on the
Erosion Control Plans or as designated by
the CO. Place all slope drains at the end of
each work shift. Use slope drains until the
slopes are permanently stabilized.

3. Construct temporary berms at the top

of all erodible cut slopes as shown on the

Erosion Control Plans or as deslgnated by

the CO. Use check dams to reduce the

runoff veloclty when existing grades

are steep.

4. Do not use transverse or longltudinal folnts
In plastic liner. Plastic llner Is not required
for rock embankments.

5. Use toe-of-fill slope berms to divert
offsite runoff away from disturbed areas.

6. Seed and mulch all cut slope berms and
toe-of=fill berms immediately after
berm constructlon.

7, Use Class 2 temporary riprap.

Berm Slit fence

RS

Toe of flll dltch
(when required}

Orlginal ground

TOE-OF-FILL SLOPE BERMW
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